


Electrical Specifications

Detection
Operating frequency 8,2 MHz (sweeped)
Operating distance* 170 cm with „4x4“ labels;

210 cm with „5x5“ labels;
240 cm with 50mm hard tags

Characteristic Field Optimized System (FOS)
Alarm light LED light on  receiver antenna (option)
Illumination LED light, any color is possible (option)
Alarm sound Buzzer, 90 dB @ 80 cm (disconnectable)
Transmitter Master, slave or repeater (switchable)
Synchronization Wire or fiber optic, repeatable for up to 7 systems
Synchronization input 1 x opto receiver (optional plug-in)

1 x wire synchronization input (electrically insulated)
Synchronization output 2 x fiber optic transmitter (optional plug in)

2 x wire synchronization output (electrically insulated)
1 x LF deactivator synchronization

Receiver (Signal Processing) Digital Signal Processor (DSP)
Detection criteria Switch selectable
Receiver synchronization Wireless
Communication Over AGONET Network

General Information

Approvals CE
Operating temperature 0° to 45°C
Power supply External AC/AC-Adapter, 230; 18VAC with integrated EMC filter

Mechanical Specifications

Dimensions:
- Height 1470 mm 
- Width 400 mm 
- Depth 20 mm (148 mm at base)
Weight approx. 19.5 kg net; 25.5 kg cross
Packaging 430x1500x190mm (8 antennas / pallet)
Electronic box Base powder coated pure white RAL 9010 Cover chrome plated
Antenna Acrylic clear 

*Effective rate of detection is influenced by the store environment and by the quality of the tags used.


